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’ Property ] Test Method Units | LwW/icwW ]
| Tensile Strength | ASTMDG38/GB1447-83 |  Mpa 3o1/es |
Tensile Modulus _ ASTM D638/GB1447-83 Gpa | 2210 |
Flexural Strength ~ | ASTM D790/GB1449-83 302/76
Flesural Modulus ASTM D790/GE144%-83 _ Gpa 18.6/7.2
‘Compressive Strength | ASTM DG95/GB1448-83 | M 258/110_ |
_Compressive Modulus | ASTM DG95/GB1448-83 | Gpa l 18.27.2
| Intertaminar Shear(LW) ASTM D2344/GBT3357-82 |  Mpa 24.5
anaar Strength. 'eh ASTM D2344/GBT3357-82 | N 1605
| Charpy Impact Strength | 1SO 179/GB1451-83 _ Kdim? 279/35
Barcol Hardness ASTM D2583 = | 50
Water Absorptionimax.) | ASTMDS70/GB1462 | % o571
| Density ASTM D792 glem® | 18
_ Coefficient of Thermal Expansion |  ASTM D896/GB2572-82 10%°T 10T | 5.1
Diglectric Constant(PF)  ASTM D150/ GB1409-75 | @B0Hz = 45
 Dielectric Strength(PF) ASTM D149/ GB1408-78 | KVimm 8 |
Dielaclﬁ-:: Strength{LW) ASTM D149/ GB1408-78 KVimm 1.6
@ria;:a Resistance | ASTMD257/GB1410-78 | 0 | 10‘: —107?
Volume Resistance | ASTMI DES?!GB1 410-78 _QOem 0% —1072
| Weatherbility = l ‘ 15 years ___[
Remarks:
LW =lengthwise CW = crosswise PF = perpendicular to laminate face
<
GripClad
Truntad Safety Solldians




